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SECTION R311.5 STAIRWAYS

R311.5.1 Width.

Stairways shall not be less than 36 inches (914 mm) in \
clear width at all points above the permitted handrail LA MAXIMUM
height and below the required headroom height. ~ mggé”ﬁ'ou

PHOTO 1. Handrails shall not project more than 4.5
inches (114 mm) on either side of the stairway PHOTO
2 and the minimum clear width of the stairway at and
below the handrail height, including treads and landings,
shall not be less than 31.5 inches (787 mm) where a
handrail is installed on one side and 27 inches (698 mm)
where handrails are provided on both sides PHOTO 3.

Exception: The width of spiral stairways shall be in
accordance with Section R311.5.8.
See PHOTO 35 on page 12. PHOTO 2

PHOTO 1 |Jl PHOTO 3
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R311.5.2 Headroom.

The minimum headroom in all parts of the stairway
shall not be less than 6 feet, 8 inches (2036 mm)
measured vertically from the sloped plane adjoining
the tread nosing PF-IOTO 4 or from the floor surface
of the landing or platform. PHOTO 5.

PHOTO 4 |

PHOTO 5

R311.5.3 Stair treads and risers.

R311.5.3.1 Riser height.

The maximum riser height shall be 7% inches

(196 mm). The riser shall be measured verticall
between leading edges of the adjacent treads. PHOTO
6. The greatest riser height within any flight of stairs
shall not exceed the smallest by more than % inch (9.5
mm). PHOTO 7.

R311.5.3.2 Tread depth.

The minimum tread depth, exclusive of nosing, shall
be not less than 9 inches (254 mm). PHOTO 8.
Treads and risers of stairs shall be permitted to be so
proportioned that the sum of two risers and a tread,
exclusive of nosing. is not less than 24 inches nor more
than 25 inches. DRAWING 9. The tread depth shall
be measured horizontally between the vertical planes
of the foremost projection of adjacent treads and at a
right angle to the tread’s leading edge. PHOTO 8. The
greatest tread depth within any flight of stairs shall not
exceed the smallest by more than % inch (9.5 mm).
PHOTO 10.
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GREATESTRISE ~ 7-3/4"
SMALLEST RISE = mﬂa”
= "

SAMPLE STAIR
1S WITHIN
ACCEPTABLE
CODE LIMITS

PHOTO 8 |
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THE SUM OF TWO RISERS AND A TREAD IS NOT
LESS THAN 24 INCHES NOR MORE THAN 25
INCHES.

R+R+T=SUM
T T
10" 10"
R
7-34" 3
TUA+TUA 41022512 T+T+10=24
2512 EXCEEDSLIMITS 2415 WITHIN LIMITS

DRAWING 9

GREATEST TREAD DEPTH  10-3/8"
SMALLEST TREAD DEPTH = jﬂ"m“

SAMPLE STAIR
IS WITHIN
ACCEPTABLE
CODE LIMITS

Winder treads shall have a minimum tread depth of
10 inches (254 mm) measured as above at a point 12
inches (305 mm) from the side where the treads are
narrower. DRAWING 11. Winder treads shall have
a minimum tread depth of 6 inches (152 mm) at any
point. DRAWING 12. Within any flight of stairs, the
greatest winder tread depth at the 12 inch (305 mm)
walk line shall not exceed the smallest by more than
Y« inches (9.5 mm).
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10"
MINIMUM

DRAWING 11 DRAWING 12

WINDER - A tread with non-parallel edges (as defined in Chapter 2 - IRC, [BC).

ALTERNATE WINDER TREAD DESIGNS

n _ o

V
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R311.5.3.3 Profile.

The radius of curvature at the leading edge of

the tread shall be no greater than %6 inch (14.3
mm). PHOTO 13. Every tread less than 10 inches
wide shall have a nosing or effective projection of
approximately 1 inch over the level immediately
below the tread. PHOTO 14. Beveling of nosing
shall not exceed ' inch (12.7 mm). PHOTO 15.
Risers shall be vertical or sloped from the underside
of the leading edge of the tread above at an angle not
more than 30 (0.51 rad) degrees from the vertical.
PHOTO 16. Open risers are permitted, provided
that the opening between treads does not permit

the passage of a 4-inch diameter (102 mm) sphere.
PHSTO 17.

Exceptions: 1. A nosing is not required where the
tread depth is a minimum of 11 inches
(279 mm).

2. The opening between adjacent treads is
not limited on stairs with a total rise of 30
inches (762 mm) or less. PHOTO 17.

RADIUS OF
CURVATURE
¥ CANNOT EXCEED
9/16”

PHOTO 13 |

PHOTO 14

1/2" MAXIMUM BEVEL

ey

PHOTO 15
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PHOTO 17 |

SLOPE OF RISER MAY
NOT EXCEED 30°
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R311.5.4 Landings for Stairways.
There shall be a floor or landing at the top and
bottom of each stairway.

Exception: A door at the top of a stair shall be
permitted to open directly at a stair provided the
door does not swing over the stair. A flight of
stairs shall not have a vertical rise greater than 12
feet (3658 mm) between floor levels or landings.
The width of each landing shall not be less than
the stairway served. Every landing shall have
a minimum dimension of 36 inches (914 mm)
;né:asurcd in the direction of travel. DRAWING

i

: | 4

MINIMUM LANDING
WIDTH=A OR MORE
STAR

WIDTH=A
MINIMUM
LANDING _
WIDTH=B
OR MORE

DIRECTION
OF
TRAVEL

MINIMUM  MINIMUM
3 " "

6’ \/35

DRAWING 18

R311.5.5 Stairway walking surface.
The walking surface of treads and landings of stairways
shall be sloped no steeper than one unit vertical in 48
inches horizontal (2-percent slope). PHOTO 19.

PHOTO 19 [

L

R311.5.6 Handrails. *(see note page 13)
Handrails shall be provided on at least one side of
each continuous run of treads or flight with four or

more risers. DRAWING 20.

FLIGHT 2

Wall on left side
of lower flight
removed for clarity.

DRAWING 20

R311.5.6.1 Height. Handrail height, measured
vertically from the sloped plane adjoining the tread
nosing, or finish surface of ramp slope, shall be not
less than 34 inches (864 mm) and not more than 38
inches (965 mm). PHOTO 21.

Exception: When fittings are used to provide
transition between flights, transition from handrail
to guardrail. or used at the start of a stair, the
handrail height at the fitting, shall be permitted to
exceed the maximum height. DRAWING 22.

7 FITTINGS USED

7O PROVIDE
TRANSITION SHALL
BE PERMITTED

TO EXCEED THE
MAXIMUM HEIGHT.

PHOTO 21 |
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R311.5.6.2 Continuity. Exceptions: 1. Handrails shall be permitted to be
Handrails for stairways shall be continuous for interrupted by a newel post at the turn

the full length of the flight. from a point directly and at the top of the flight. PHOTO 26.
above the top nosing edge of the flight to a point ) :
directly above the lowest nosing edge of the flight. 2. The use of a volute. tumout. starting
DRAWING and PHOTO 23. Handrail ends shall easing or neweel shall be allowed,over the
be returned PHOTO 24 or shall terminate in newel lowest tread. PHOTO 27.

posts or safety terminals. Handrails adjacent to a wall

shall have a space of not less than 1% inches (38 mm) HANDRAIL MAY BE INTERRUPTED BY A NEWEL
between the wall and the handrails, PHOTO 25. - — .

i

FLIGHT 2

FLIGHT 1
DRAWING 23

VOLUTES, TURNOUTS
AND STARTING EASINGS

ARE ALLOWED OVER

THE LOWEST TREAD

STARTING

PHOTO 24

PHOTO 25 |

[ STARTING NEWEL |

'PHOTO 27
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R311.5.6.3 Handrail grip size.

All required handrails shall be of one of the following
types or provide equivalent graspability. DRAWING
28,

Profiles other than Type | and
to provide equivalent graspability.

Il may be determined

DRAWING 28

1. Type 1. Handrails with a circular cross section
shall have an outside diameter of at least 1% inches
(32 mm) and not greater than 2 inches (51 mm).
PHOTO 29. If the handrail is not circular it shall
have a perimeter dimension of at least 4 inches (102
mm) and not greater than 6% inches (160 mm) with a
maximum cross section of dimension of 2% inches
(57 mm). PHOTO 30.

CIRCULAR

NON-CIRCULAR

PERIMETER
MINIMUM 4"
PHOTO 30 MAXIMUM 6-1/4"
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2, Type 11. Handrails with a perimeter greater than
6% inches (160mm) shall provide a graspable fin-
ger recess arca on both sides of the profile. PHOTO
31. The finger recess shall begin within a distance of
Y4 inch (19 mm) measured vertically from the tallest
portion of the profile and achieve a depth of at least
/1 inch (8mm) within % inch (22mm) below the
widest portion of the profile. PHOTO 32. This
required depth shall continue for at least % inch
(10mm) to a level that is not less than 1% inches (45
mm) below the tallest portion of the profile. PHOTO
33. The minimum width of the handrail above the
recess shall be 1% inches (32 mm) to a maximum of
2% inches (70 mm). PHOTO 34. Edges shall have a
minimum radius of 0.01 inches (0.25 mm). PHOTO
34.

PERIMETER GREATER
THAN 6-1/4" \

FINGER
RECESS AREA
BOTH SIDES

TALLEST PORTION

ACHIEVE 516" ||
DEPTH ||

CONTINUED FOR
AT LEAST 3/8"

TALLEST PORTION

WITHIN 3/4"

FINGER RECESS
BEGINS

WITHIN 7/8"
OF WIDEST
PORTION |
ACHIEVE 5/16” —
DEPTH

| WIDTH ABOVE RECESS

MINIMUM 1-1/4"
MAXIMUM 2-3/4"

EDGE MINIMUM
RADIUS 0.01”

Froross I

R311.5.7 Nlumination.
All stairs shall be provided with illumination in
accordance with Section R303.6.
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R311.5.8 Special stairways.

Circular stairways, spiral stairways. winders and
bulkhead enclosure stairways shall comply with all
requirements of Section R311.5 except as specified
below.

R311.5.8.1 Spiral Stairs.
Spiral stairways are permitted, provided the minimum
width shall be 26 inches (660 mm) with each tread
having a 7% inch (190 mm) minimum tread depth at
12 inches from the narrower edge. All treads shall be
identical, and the rise shall be no more than 9%: inches
(241 mm). A minimum headroom of 6 feet, 6 inches
(1982 mm) shall be provided. Handrails shall be
provided on one side. PHOTO 35.

DOWN
COUNTER
CLOCKWISE |

PHOTO 35

R311.5.8.2 Bulkhead enclosure stairways.
Stairways serving bulkhead enclosures, not part of
the required building egress, providing access from
the outside grade level to the basement shall be
exempt from the requirements of Sections R311.4.3
and R311.5 where the maximum height from the
basement finished floor level to grade adjacent to
the stairway does not exceed 8 feet (2438 mm), and
the grade level opening to the stairway is covered
by a bulkhead enclosure with hinged doors or other
approved means.

R311.5.8.3 Circular Stairways.

Circular stair may have a minimum tread depth of

9 inches with 1 inch (25.4 mm) of nosing, and the
smaller radius may be less than twice the width of the
stairway. DRAWING 36.

SECTION R312 GUARDS

R312.1 Guards required. *(see note page 13)
Porches, balconies or raised floor surfaces located
more than 30 inches (762 mm) above the floor or
grade below shall have guards not less than 36 inches
(914 mm) in height. Open sides of stairs with a total
rise of more than 30 inches (762 mm) above the floor
or grade below shall have guards not less than 34
inches (864 mm) in height measured vertically from
the nosing of the treads. PHOTO 37.

Porches and decks which are enclosed with insect
screening shall be provided with guards where the
walking surface is located more than 30 inches (762
mm) above the floor or grade below.

1!
PHOTO 37 |
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MUST NOT
ALLOW
PASSAGE OF 4"
SPHERE

CIRCULAR STAIRS MAY HAVE
AMINIMUM TREAD DEPTH OF
9 INCHES ... THE SMALLER
RADIUS MAY BE LESS THAN
TWICE THE WIDTH OF THE
STAIRWAY.

DRAWING 36

R312.2 Guard opening limitations.

Required guards on open sides of stairways, raised
floor areas, balconies and porches shall have
intermediate rails or ornamental closures which do Lraess
not allow passage of a sphere 4 inches (102 mm) or

more in diameter. PHOTO 38. PHOTO 38

Exception: 1. The triangular openings formed by the
riser, tread and bottom rail of a guard at MUST NOT
the open side of a stairway are permitted ALLOW
to be of such a size that a sphere 6 inches PAS?AGE OF
(152 mm) cannot pass through. PHOTO 4-3/8" SPHERE
39. :

2. Openings for required guards on

the sides of stair treads shall not allow

a sphere 4% inches (107 mm) to pass

through, PHOTO 39.

¥ NOTE: In Dade and Broward countics please
seek the guidance of local code officials for
HVHZ guard and handrail requirements.
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